
Comprehensive HDMI to Mini cables contain a full size HDMI connector on one 
end and a mini (C) HDMI connector on the other for connecting to the latest 
portable digital devices such as digital cameras, camcorders, smartphones 
and more. This cable features triple shielding, 24k gold molded connectors 
and our X-Traflex jacket. RoHS Compliant. Lifetime warranty. 
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www.ComprehensiveCo.com

Standard Series High Speed HDMI A To Mini HDMI C Cable
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Features

Performance Grade: Good
Connector Type 1: HDMI Male
Connector Type 2: HDMI Mini C Male
Bandwidth or Speed: Up to 10.2 Gbps
Resolution: 1080p
Gauge: 32AWG
Center Conductor: Tinned Copper
Connector Finish: Gold Plated
Shielding: Triple Shielded, Inner Aluminum Mylar 100% Wrap, 
Outer 100% Aluminum Mylar, 85% Braid
HDMI ATC Certified: Yes
HDCP and CEC Compliant: Yes
Category 2 Certified: Yes 

Ethernet Capability: No
UL Rated: Yes
UL Rating: VW-1
RoHS Compliant: Yes
Jacket Type: Xtra-Flex PVC
Jacket Color: Black
Temperature Rating: 75 deg C
Voltage: 30V
Warranty: Lifetime

 Specifications

• Certified High Speed Performance
• HDMI Male to Mini (C) HDMI Male
• 1080p and Beyond
• High Speed up to 10.2 Gbps
• Supports Deep Color and x.v. Color
• 5.1/7.1 Lossless Dolby TrueHD and DTS-HD Suround Sound
• Triple shielding rejects RF interference
• 120 hz Refresh Rate
• UL Compliant Cable
• Lifetime Warranty
• HDCP Compliant    

HD-AC18INST 18in.
HD-AC3ST  3ft.
HD-AC6ST 6ft.
HD-AC10ST 10ft.


